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Todos los usuarios de SPG8000A con la opción GPS, han 
visto en el menú y en el panel de alertas el nuevo índice de 
rendimiento FOM (Figure of Merit). 
A un alto nivel, el Figura de Mérito es un indicador que un 
fabricante pone a disposición de un usuario mostrando de un 
vistazo cómo está funcionando el instrumento. No tiene valor 
científico y el usuario debe calibrarlo para los diferentes pasos. 
Este artículo da algunas aportaciones sobre este concepto y 
cómo usarlo para el SPG8000A. 
 

FOM, un nuevo índice de rendimiento 
       Figura de Mérito                Figure  Of  Merit 

 

Historia y Situación General 
Wikipedia dice que una ‘Figure of Merit’ es una cantidad utilizada para 
caracterizar el rendimiento de un dispositivo, sistema o método, en 
relación con sus alternativas". A continuación, define el estado de 
funcionamiento de un equipo en comparación con la situación externa 
ideal. Si algunos de estos parámetros externos varía, entonces la 
FOM también variará.  
Un FOM puede calcularse con parámetros cualitativos o 
cuantitativos. Es un valor de 0 a 10. Originalmente el inventor del 
concepto decidió que 0 es la mejor nota (0 por defecto) y 10 la peor 
y algunos equipos todavía están con este tipo de escala. Pero 
recientemente, los fabricantes decidieron considerar nuevamente la 
escala más tradicional, siendo 0 la peor puntuación y 10 la mejor. 
Este es el caso del FOM en el SPG8000A. 
 
Traducción realizada con el traductor 

www.DeepL.com/Translator 

¿Qué hay de FOM en el SPG8000A? 
En el SPG8000A, hace un cálculo de FOM con respecto a su 
sincronización y enganche con la señal GPS. 
Basándose en los parámetros técnicos del nivel de recepción el FOM 
calculado indica diferentes pasos en el proceso de bloqueo (véase la 
tabla abajo). Se ha establecido que, por debajo de una FOM de 5, el 
SPG no está enganchado correctamente.  
Luego, a FOM=6 el SPG8000A engancha, y el FOM sube a medida 
que se obtiene una mayor potencia de señal. Así que FOM de 6 está 
bien, pero FOM de 9 es mejor. 
El usuario puede entonces establecer un umbral en un menú, 
advirtiendo específicamente cuando el FOM apropiado para la 
instalación va por debajo de este valor. Si, por ejemplo, el FOM suele 
ser 8 o 9, entonces el usuario lo configurará por ejemplo en 7 para 
hacerle saber que la calidad de la señal es inferior a lo habitual.  Tal 
vez hay nieve en la antena, o un camión estacionado junto a ella. 
En caso de valor por debajo del umbral, el led' EXT' del panel frontal 
se vuelve ámbar en lugar de verde. 
No existe un estándar industrial para esto. Esta indicación es sólo una 
forma de ayudar a los operadores a predecir un problema potencial 
antes de que ocurra.  
Durante la instalación inicial de un sistema, es importante monitorizar 
cuidadosamente el FOM durante varios días para asegurar el su 
correcto funcionamiento y evaluar las variaciones del mismo durante 
algunos días. 
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SPG8000A Web interface is 
the best to monitor the FOM 

All users of SPG8000A with the GPS option on board have 
seen on the menu and in the alert panel a new index of 
performance index that is FOM. 
At a high level, a Figure of Merit is an indicator that a 
manufacturer makes available for a user showing at a glance 
how the instrument is performing. It has no scientific value and 
the user must calibrate it for the different steps. 
This paper gives some inputs on this concept and how to use 
it for the SPG8000A. 

Historic & General statement  
Wikipedia tells that a ‘figure of merit’ is a quantity used to 
characterize the performance of a device, system or method, relative 
to its alternatives”. 
It then defines the working status of an equipment compared with the 
ideal external situation. If some of these external parameters 
declines, then, the FOM is also declining.  
A FOM may be calculated either with qualitative or quantitative 
parameters. It is a value from 0 to 10. Originally the concept inventor 
decided that 0 is the best note (0 default) and 10 the worse and some 
equipment’s are still with this type of scale. But recently, 
manufacturers decided to consider again the more traditional scale 

with 0 being the worst score and 10 the best. This is the case of the 
FOM in the SPG8000A. 

What about FOM in the SPG8000A 
In the SPG8000A, a FOM calculation has been put in place regarding 
the way the GPS board is well synchronized and locked to a GPS 
signal. 
Based on technical parameters in the reception level, the calculated 
FOM indicates different steps in the locking process (see table 
below). It has been set that below a FOM of 5, the SPG is not locked 
properly.  
Then, at 6 SPG8000A is locked, and the FOM goes up as a better 
signal strength is got. So FOM of 6 is OK, but FOM of 9 is better. 
The user can then set a threshold in a menu, warning specifically 
when the FOM appropriate for the installation is going below this 
value. If for instance, the FOM is usually 8 or 9, then the user will set 
it for instance at 7 to let him know the signal quality is lower than 
usual.  Perhaps there is snow on the antenna, or a truck parked next 
to it. 
In case of value below the threshold, the led ‘EXT’ in the front panel 
becomes amber instead of green. 
There is no industry standard for this.  It is just a way of helping 
operators with this indication to predict a potential issue before it 
happens.  
During the initial installation of a system, it is important to monitor 
carefully the FOM several days to ensure correct operation of the 
system and to evaluate the variations of it for a few days. 
 


